Discover our complete range of
rotary superheated cascading

water sterilizer
Descubra nuestra gama completa de

esterilizadores rotativos de ducha de
agua sobrecalentada™. o A

STERIFLOW® /ﬂ L
THERMAL PROCESSING ;




Your product deserves the safety
of the Stenflow ‘cascading water process

cooling fhrough a welded plate Platular Heat Exchanger: no risk of recontamination of the pro-

cooling.

fficient temperature distribution whatever the size of the rotary Sterifiow (900, 1300, 1600 or 1800mm)
s high water flowrate and whatever the compressed air ratio.

1 rotary, static of pendular mode.

essure independent from femperature.

st L

stamiento y enfriomiento se realizan a fraves de un infercambiador de calor
de placas soldadas Platulaire: No hay ningun riesgo de reconfomi-
50 ‘nccr'én de los productos con el agua de enfriamiento.
3 « Distribucion de temperatura de altas prestaciones

e “acualquier que sea el famano del Sterifiow (900......)
3 gracios al fuerfe caudal del agua de proceso y
__ cualquier que seala cantidad de aire comprimido.

* Funcionarmiento en modo estatico, mixto o rofativo.
« Confra-presion independiente de la femperatura.
"« Eliminacion de Ios riesgos de choque fermico en los
e == &5 casos de utilizacion de frascos de vidrio

Y oo oceso estd infegramente controlado por el MPI de dlfima
generacion con cofreccion en caso de desvios con respecto a los
valores de l0s programas.
« Capacidad Ut de @ 1600mm, 5 confenedores : 2.5m?
» Capacidad Util de @ 1800mm, 5 contenedores : 5m?






